











NSTARFAT@NINVIANGAIL

Mount Thermostat

Align the 4 tabs on the subbase with N \
corresponding slots on the back of the N N
thermostat, then push gently until the AN N
thermostat snaps in place. N AN
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Battery Installation

Battery installation is recommended even if thermostat is hardwired (C terminal connected). When
thermostat is hardwired and batteries are installed, the thermostat will activate a compressor delay of 5
minutes when the thermostat detects a power outage from the hardwired power supply.

Important:

— ( ) High quality alkaline batteries are recommended.
¢ (| al S Rechargeable batteries or low quality batteries do not
AEEN guarantee a 1-year life span.
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Use the Aor ¥ keys to select your desired Select HEAT, EmH, OFF, or COOL as needed.
room temperature. A copy of the Operating Select FAN ON for continuous operation or
Manual can be downloaded at the manufacturer website. FAN AUTO to cycle fan with system.

Replace AA Batteries When the low battery indicator shows in display.

Insert 2 AA Alkaline
batteries (included). /

Simple operating instructions are
found on the back of the battery door. @



SPECIFICATIONS

Filter Change Reminder Hold down for 3 seconds,

to reset filter reminder.

If your installing contractor has configured
the thermostat to remind you when the air
filter needs changed, you will see FILT in the
display when your air filter needs changed.
FILT will be shown in the display after your
system has run long enough to require an air
filter change.
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Resetting the filter change reminder: When
FILT reminder is displayed, you should
change your air filter and reset the reminder e e
by holding down the second button from the
top left side of the thermostat for 3 seconds.
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Specifications

The display range of temperature  ............ 41°F to 95°F (5°C to 35°C)

The control range of temperature  ............ 44°F to 90°F (7°C to 32°C)

Load rating  --cememom oo 1 amp per terminal, 1.5 amp maximum all terminals combined

Display accuracy  weeeeececmoceeeeeeeeaaas +1°F

Swing (cycle rate or differential)  .............. Heating is adjustable from 0.2°F to 2.0°F
Cooling is adjustable from 0.2°F to 2.0°F

POWer SOUICEe oo 18 to 30 VAC, NEC Class Il, 50/60 Hz for hardwire (common wire)
Battery power from 2 AA Alkaline batteries

Operating ambient ..o 32°F to +105°F (0° to +41°C)

Operating humidity «----ceemiiiieiee 90% non-condensing maximum

Dimensions of thermostat  ..................... 4.7"W x4.4 "H x 0.8”D



